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DESCRIPTION
Sheet Description

Existing sliding entry door to be 
used for site entrance only. 

Protect surfaces at all stages 
and make good damages.

Area of work outlined & hatched.

Existing WC pan (not shown) to be 
removed and provided to owner. 
New WC connected to this same 
location.

Existing timber framed 
partition wall to be 
removed (shown in red). 
Existing basin (not 
shown) discharges to 
wall, water supply and 
power also exists in wall, 
to be retained for new  
fixtures and services.

Existing shower bay with 
floor waste (not shown) 
water supply etcetera to be 
re-used for new services.
Fittings to be removed and 
provided to owner.

Existing floor finishes can 
remain. Note penetrations of 
floor to be avoided so Heated 
floor circuit is not disturbed.

remove carpet affected by 
works. Reaffix to suit new 
works.

New false wall DADO to 
support new Basin and 
Cupboard. Conceals 
drainage and power as 
required.

New bed head / wall to 
conceal storage, mechanical 
exhaust, shower, wc & 
general services.

EXISTING FLOOR PLAN- Demolition & General scope of work.
scale 1:20

New mirror, light to existing 
MAKEUP AREA.
Power feed taken from existing GPO 
to remain.

New WC & Shower exhausts to 
discharge to bottom of existing 

louvred window. Lower glass pane 
and mechanism removed.

New exhausts and drainage 
concealed below floor and 

within new bed head joinery. 

DADO from solid surface 
with vee line as specified, 

see details.

TOUGHENED GLASS 
SCREENS from 12mm Viridian 

LuminaCloud Superclear. 
Surface finish to WC side 

typically. LED edge lighted, 
see scheduled lighting.

removable section of 12mm 
solid surface for access to 

fans, concealed cistern, 
lighting controls etc.

20mm Stone slabs laid over 
Devi Heated floor system (by 

builder).

 

SHOWER CURTAIN & LIGHT 
RAIL fixed into rammed earth 
wall and 18MR MDF substrate 

of new wall. Curtain track to be 
Silent Gliss 3841 section white. 
Mounted to 40x20x3 Aluminium 

RHS. LED light strip to top of 
RHS mounted in LED-P033-

opal section IP65. Plate sides 
with mirror polished stainless 

steel plates 90x3mm.

SHOWER CURTAIN & LIGHT RAIL

OVERHEAD CABINET sits on 
dado and fixed to rammed earth 

wall with split batons / 
concealed fixed. has GPO’s 
inside and LED edge light. 

Transformers on top of cabinet 
with GPOs. 

DADO SURROUND generally 
form 15x100 mirror polished 

stainless steel flat bar, top flat 
section from folded  and mirror 
polished  SS to match  for  LED 

lighting section as specified, 
see elevations & details.

Fixtures provided by owner.

Provide 32mm  SS fittings 
to support  screens, see 

shop drawing.

New exhausts and drainage 
concealed below floor and 
within new bed head joinery. 

Provide new GPO’s and 
switching for services as 
required

New storage cupboard, see details.

New solid timber display 
cupboards, see details.

Nches within wall for shower and 
WC, see elevations and details. 

FLOOR DRAIN - custom folded 2mm 
stainless steel to suit Stormtech 
100ARi20 stainless steel grate or 
similar approved.

Existing bed to be moved forwards 
to allow for works. Build hoarding 
from side of door and around in 
front of wardrobe to maintain 
access and control dust. 

aa

a

a

a




